Measured:

SMART JI7000SR Remote Series
Insertion-Style Steam Flowmeter

Flow rate measured:
Operating temperature:
Ambient temperature limits:
Operating pressure:

Accuracy:
Repeatability:
Input power:
Signal output:
Construction:

Communications:
Certifications (Pending):

Display optional:

SPECIFICATIONS

Saturated steam

See flow range table below

-40° to 400°F (-40° to 204°C)

-40° to 155°F (-40° to 68°C)

-5 to 250 PSIG

1% of reading over dynamic range of meter
0.5% of reading

15-40 VDC

2-wire, 4-20 mA loop

Stainless steel wetted parts. NEMA 4X enclosures standard.
HART Protocol

Factory Mutual (Class I, Div. 1, Groups C & D)
CSA (Class I, Div. 1, Groups C & D)
CENELEC (Eex ib 1IB T3)

CE

2 line, 8 digit rate/totalizer

FLOW RANGES

Consult Flo-Corp Flowmeter Sizing Software for temperature and pressure conditions other than those listed here

FLOW RANGE IN LBS/HR IN STEAM Pressure
FLOW RANGE IN KG/HR IN STEAM Drop (Ins.
PRESSURE IN PSIG (BARg) H20) at
Pipe 50% Max.
Size* 25 (1.7) 50 (3.4) 75 (5.2) 100 (6.9) 150 (10.3) 200 (13.8) 250 (17.2) Flow**
MIN | MAX MIN MAX MIN MAX MIN MAX MIN MAX MIN MAX MIN MAX
6" 309 8355 489 16765 665 25190 839 31785 1184 44870 1527 57889 1872 70952
152 mm 140 3793 222 7612 302 11437 381 14431 537 20371 693 26282 850 32213 0.6
8" 549 14853 869 29805 1181 44782 1491 56507 2104 79768 2715 102913 3328 126138
203 mm 249 6744 395 13532 536 20332 677 25655 955 36215 1233 46723 1511 57268 04
10” 857 23208 1358 46571 1846 69973 2329 88292 3288 124638 4242 160802 5199 197090
254 mm 389 10537 617 21144 838 31768 1057 40085 1493 56587 1926 73005 2361 89481 Negligible
12” 1234 33419 1955 67062 2658 100760 3354 127140 4735 179478 6109 231554 7487 283809
305 mm 560 15173 888 30447 1207 45746 1523 57723 2150 81485 2773 105128 3399 128852 Negligible
Temp
°F (°C) 267 (130) 297 (147) 320 (160) 338 (170) 366 (186) 388 (198) 406 (208)

**Pressure drop data for air at 14.7 psi and 60°F (0 BARg and 16°C)
*Larger line sizes are available, consult factory for information
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