SMART JW7000 Series Wafer-Style Gas Flowmeter

Measured:

Flow rate measured:

Operating temperature:

Ambient temperature limits:
Operating pressure:

Accuracy:
Repeatability:
Input power:
Signal output:
Construction:

Communications:
Certifications (Pending):

Display optional:

SPECIFICATIONS

Gas

See flow range table below

-40° to 400°F (-40° to 204°C)

-40° to 155°F (-40° to 68°C)

-5 to 250 PSIG

1% of reading over dynamic range of meter
0.5% of reading

15-48 VDC

2-wire, 4-20 mA loop

Stainless steel wetted parts with ceramic transducers. NEMA 4X enclosures
standard.

HART Protocol

Factory Mutual (Class I, Div. 1, Groups C & D)
CSA (Class I, Div. 1, Groups C & D)
CENELEC (Eex ib 1IB T3)

CE

2 line, 8 digit rate/totalizer

FLOW RANGES

Consult Flo-Corp Flowmeter Sizing Software for temperature and pressure conditions other than those listed here

FLOW RANGE IN SCFM, 60°F IN AIR
p Pressure
Pipe FLOW RANGE IN Nm3/HR, 16°C IN AIR Drop (Ins.
Size PRESSURE IN PSIG (BARg) H20) at
0(0) 25 (1.7) 50 (3.4) 75 (5.2) 100 (6.9) 150 (10.3) 200 (13.8) 250 (17.2) 50% Max.
MIN | MAX | MIN | MAX | MIN | MAX | MIN | MAX | MIN | MAX | MIN | MAX | MIN | MAX | MIN | MAX | Flow*
23 0.4 16 1 43 2 70 2 82 3 82 4 82 6 82 7 82
13 mm 1 25 2 69 3 113 4 133 5 133 7 133 9 133 12 133 1.4
17 1 45 3 121 6 198 8 274 10 351 14 504 18 507 23 507
25 mm 2 72 5 195 9 318 12 441 16 564 23 810 29 816 37 815 1
1-1/2” 2 100 7 270 11 440 15 610 20 780 28 1120 37 1253 45 1253
38 mm 4 160 11 434 18 707 25 981 31 | 1254 | 45 1801 60 2014 72 2014 0.65
2 5 200 14 540 22 880 31 [ 1220 | 39 | 1560 | 56 2030 73 2030 90 2030
51 mm 8 321 22 868 35 | 1415 | 49 | 1962 | 63 | 2509 | 90 3763 | 117 | 3263 | 145 | 3263 0.35
3 10 | 400 27 11080 | 44 | 1760 | 61 | 2441 | 78 | 3121 | 112 | 4247 | 146 | 4247 | 180 | 4247
76 mm 16 642 43 [ 1736 | 71 | 2830 | 98 | 3924 | 125 | 5018 | 180 | 6827 | 235 | 6827 | 290 | 6827 0.25
4 20 600 54 | 1620 | 88 | 2641 | 122 | 3662 | 156 | 4682 | 224 | 6724 | 292 | 7897 | 360 | 7897
102 mm 32 964 87 | 2605 | 142 | 4245 | 196 | 5886 | 251 | 7527 | 360 | 10808 | 470 | 12695 | 579 | 12695 0.25

*Pressure drop data for air at 14.7 psi and 60°F (0 BARg and 16°C)
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